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> CTEC: COMPACT, DYNAMIC, PRECISE

Dynamic conditions are particularly challenging! They require systems capable of generating or handling large acce-
lerations. Reactivity and reliability of actuators developed by CTEC make them unique for high dynamic
applications.
However integration and loading conditions being equally important, we invite you to get in touch with our engi-
neers at actuator@cedrat-tec.com to discuss your application.

D TABLE OF STANDARD PROPERTIES OF USE AND MEASUREMENT

The properties defined in the table below, are set up according to the technical conditions of use and measurement.
These properties are warranted within their variation range and in compliance with the standard technical condi-
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tions of use.

Notes - - -
Sensors option SG = =
Active axis X = = =
Max. No-load displacement Quasistatic excitation, blocked-free um 800 720 920
Max. beam diameter Quasistatic excitation, blocked-free mm 0.7 - -
Stiffness Quasistatic excitation, blocked-free N/pum 0.06 0.05 0.07
Heigth ( Z axis) Quasistatic excitation, blocked-free mm 21 20.80 21.20
Dimensions (X &Y axis) mm 60 * 44 - -
Mass g 150.0 142.5 157.5
e e (0 femcodmm et w0 w
Response time Quasistatic excitation, blocked-free ms 1.16 1.05 1.34
Capacitance (per electrical port) Quasistatic excitation, blocked-free uF 3.15 2.84 4.10

Mechanical interfaces (payload)
Mechanical interfaces (frame)

Electrical interfaces

4 slits in steel (width 0.6 mm)
4 holes @ 2.7mm on [] 24*38 mm
2 RG178B/U coaxial cables

> PROPERTIES STANDARD TECHNICAL CONDITIONS OF USE AND MEASUREMENT

Free-free :

Blocked-free :

Quasistatic excitation :
Harmonic excitation :

Max. harmonic excitation :
Displacement measurement :
Admittance measurement :
Environment :

The actuator is not fixed

The actuator is fixed to a mechanical support assumed infinitely stiff

AC voltage between -20 and 150V at 1 Hz
Voltage of 0.5 Vrms, sinusoidal mode from 0 to 100 kHz
Voltage defined by the measurement of max. displacement, sinus at resonance frequency

Laser interferometer, capacitive displacement sensor

HP 4194 A or Cypher C60 electrical impedance analyser
Ambient temperature (15-25°C) and dry air (Humidity < 50 % rH)

Any technical conditions of use, different from those defined above, can lead to temporary or definitive alterations of properties. Thank you to contact CEDRAT
TECHNOLOGIES before using actuators under non standard technical conditions.

> FACTORY TESTS CARRIED OUT

M Test 1: Electrical admittance vs. Frequency, free-free
M Test 2: Displacement vs. input voltage

> OPTIONAL EXTRA FACTORY TESTS

M Test 3:Gain and linearity of the sensor
M Test 4: Step response in closed loop

NONCONTRACTUALPICTURE

Copyright © CEDRAT TECHNOLOGIES | 10/2014

M Test 5: Stability in closed loop

> AVAILABLE OPTIONS

M [SG] Strain gauges O
O [NM]Non-magnetic ™M

[ ECS ] Eddy current displacement sensor
[VAC]Vacuum

[ SI'] Specific interface

M
M [ SV] Specific version / customization
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> 2D CONFIGURATION

HOOPSdd 1811nys 0Zald 1504 S59d 0

T T

S310070MNHI L

|
._._bﬂmu "4 S oML WD 0

YHOID SHNINNC LDV HC00IY - eie eoey

NIYIHN08 *d e

ob

iuisnoil ‘Biuaarags

IR ) _I-h <
WOOY Sdd mmﬁ 06 0F¥6° 12
hmﬁu.q.:_m ONm_l u.moh* weyinedjagg| 59 pJauab mo_ucu_.._w o._. r__D. HUw-_._U
¥V ¢ VL | ema | pGOY | L ce | wﬂ_nmg
H1|RY | nie sabay a1 :3afnuy =iqam ] |8y _UO_, doun
* < 4
x \_u , [T 493 314
= “ H
ol LE )
©] 2 _ _
ﬂ | (s¥°61)
| |
\ uo|jisod 9oy adoys
|V uado uj 10 1 R3IA
o408 11" 70°070L°0 e -
bulysnlpy = Sy 6l
4 uolyisod Y () S+ C
_ woag paddoys — 0L 0%¥00°¢
ﬂ // B
_ ! |\ 7
| v fo
n .
lea oy,
0) N _ I~ il = Q 1y
o @ : : T AN F o @
= o o o & ==a ? O |
% b o MMWWV D = |O
-3 ) a 0
. H+ —— -
& |° @ (%)
mﬂ N \| ¢9Ly OS
Q Ma1as 10|
- @ U S @ mc._ 10Q-
W f_ J3}unoo
- yndjno . . -
09701 sauim ¢ 050700 ¥ IXYW SZ°¢¢

W02'39}-1eIpad@J03eN1de | W0od'salbojouyda)-1eIpad MMM

¥102/01 | SAIDOTONHIIL 1v4a3d © ybukdod

:+33(0)4 56 58 04 00 - Fax : +33 (0)4 56 58 04 01

Tel.

CEDRAT TECHNOLOGIES « 59 Chemin du Vieux Chéne - Inovallée - 38246 MEYLAN Cedex France



